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One Replaceable Filter

Lasting up to 2 Years

Upright Design for

Unobstructed Air Flow

Effective on Virtualy All

Pollutants within

450 ft2 (40m2)

Automatic Air Quality 

Control by Odour Sensor

5
Five Stage

Air Purification
CADR Ratings 

as High as 165cfm

Long Lasting 

16 UV LEDs

Easy Operation

with Smart Sensor

Technology Air Purification

165cfm
C
ADR

http://www.pdfcompressor.org/buy.html


Model:      HF 310A

Power supply:    110~120V 60Hz (USA & Canada)

      220~240V 50Hz (Europe) 

Power Consumption:    55W (High Setting)

Negative Ion Output:    ≥1×106/cm3

Water tank capacity:    5L (1.25 US gallons)

Room Coverage Area:   Up to 40 m2 (430 ft2)

CADR:     165 cfm

Noise level (dB):     Quiet: 22, High: 60

Air Volume:     4.5 – 5.1 m3 /min

Removal Rate:    Up to 99.97%

Dimensions (L x W x H):    40 x 16.8 x 48.0 cm (15.75” x 6.61” x 18.89”)

Net Weight:      5.97 kg (13.16 lbs.) 

Warranty:      3 Years Parts and Labour

PRODUCT SPECIFICATIONS

TM

HF 310A MULTI-TECHNOLOGY

When you want to be sure that you are 

getting the purest air possible, rely on the 

NaturoPureTM Multi-Technology Air Purifier 

from Heaven Fresh. With Smart Sensors 

for ease of use and proprietary 5 stage 

purification process, it helps to eliminate 

virtually all impurities from your air leaving it 

fresh and energized. Suitable for areas up 

to 430 ft2 in size this amazing cleaning 

device is designed for low power consump-

tion, efficient air distribution and whisper 

quiet operation. It’s an ideal tool for healthy 

living. Enjoy years of worry free operation 

with our comprehensive 3 years warranty.

Targets All Pollutants
Multiple purification technologies target virtually all 

pollutants.

Low Maintenance and No Clog Design
Purifies the air in an area up to 430 ft2, sensors indicates

when to replace.

Long Lasting HEPA / Activated Carbon Filter
Up to two years of usage.

Effective Air Circulation
Clean air is directed upwards for unobstructed air

circulation.

Quiet Operation
Advanced fan design delivers rapid air flow at just 60

decibels.

High Efficiency Brushless DC Motor

With cycle air volume of 4.5 - 5.1 m3/minute to 

reduce the purification time
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 GERMICIDAL UV LEDS
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